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Summary

One of the main challenges arising from noise and vibration problems is how to identify the areas

of a device, machine or structure that produce signi�cant acoustic excitation, i.e. the localisation

of main noise sources. Many tools can provide an accurate answer if the geometry is known and

the testing process is undertaken in a controlled environment such as an anechoic chamber. Nev-

ertheless, conventional pressure-based source localisation techniques often require a more elaborate,

and ultimately more expensive, system to study complex scenarios, without necessarily guaranteeing

accurate results. In contrast, the direct visualisation of normal acoustic particle velocity is a robust

approach to locating sound sources regardless of frequency range or the reverberation of the mea-

surement environment. This paper introduces the main characteristics of acoustic particle velocity

sensors for source localisation purposes. In addition, some practical examples of acoustic mapping

are given, demonstrating the theoretical principles introduced.

PACS no. 43.58.-e, 47.80.-v

1. Introduction

Sound visualisation is a powerful tool for investigating
a great variety of acoustic and vibro-acoustic prob-
lems. It is often necessary to describe not only the
location and nature of the sound sources, but also the
behaviour of the sound �eld they generate. The direct
representation of the quantity being measured (direct
methods) and the application of signal transforma-
tions to expand the data acquired (indirect methods)
have vastly contributed to the development of the �eld
of acoustic imaging [1].

Near-�eld measurement performed either by means
of scan-based or point-by-point techniques can be
used to obtain representation of the sound distribu-
tion throughout the space, and ultimately to localise
problematic noise sources. The mapping of acoustic
quantities provides a simple and e�ective approach to
solve a wide range of problems without traditional fre-
quency constraints imposed by most inverse methods.

Energy wave phenomena around radiating struc-
tures can be studied by means of acoustic intensity
�eld visualisation. Using a vector quantity directly
acquired by a three dimensional sound intensity p-u
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probe contributes to a more comprehensive interpre-
tation of acoustic radiation mechanisms. Experimen-
tal evidence can be used to understand how the acous-
tic �eld is excited, potentially helping to improve the
source design or positioning.
This paper is focused upon the assessment of acous-

tic particle velocity sensors for the localisation and
characterisation of noise sources via direct sound map-
ping. The performance of sound pressure and par-
ticle velocity transducers are evaluated in the pres-
ence of multiple acoustic excitations. In adittion, the
bene�cts of acoustic vector �el mapping using three
orthogonal particle velocity sensors in combination
with a pressure microphone are shown.

2. In�uence of background noise on

sound mapping

Sound visualisation techniques often encounter di�-
culties adapting from controlled experiments to indus-
trial application cases. Laboratory tests are helpful
to prove theoretical concepts and demonstrate novel
technologies, but the measurement conditions are usu-
ally favourable and far di�erent from those in regu-
lar industrial scenarios. In most real applications the
presence of background noise reduces signal-to-noise
ratio, increasing the estimation error and limiting
the capabilities for resolving noise sources accurately.
Therefore, it is necessary to determine the impact of
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extraneous noise sources upon the two fundamental
acoustic quantities: sound pressure and particle ve-
locity. In this section, the in�uence of the background
noise is studied by exploring three main concepts: the
sound levels perceived close to a sound source, the
noise reduction achieved with a directive sensor and
the sound �eld produced in the proximity of a rigid
static surface.

2.1. Sound emission

The impact of background noise is relative to the
signal emitted by the device under assessment. Near
a sound source, the particle velocity level is usually
higher than the sound pressure level. This discrep-
ancy is commonly described by their ratio, i.e. acous-
tic impedance. For a point source in free �eld, the
acoustic impedance can be de�ned as [2]

Zpoint =
p

ur
= ρ c

(
jkr

jkr + 1

)
(1)

where ρ is the air density, c is the speed of sound in
air, k is the acoustic wavelength and r is the distance
from the source to the measurement position. For far
�eld conditions (kr >> 1), Equation 1 becomes the
characteristic acoustic impedance of the medium (ρ c).
However, the in�uence of the imaginary part grows as
the distance to the source is reduced, introducing a
phase shift between sound pressure and particle ve-
locity. Formulating the above expression in terms of
levels1 yields

Lu ≈ Lp + 20 log

( ∣∣∣∣1 + 1

jkr

∣∣∣∣ ) (2)

where Lu and Lp are the acoustic particle velocity and
sound pressure level, respectively. Since wavenumber
k and source distance r are both positive in this case,
Equation 2 shows that the particle velocity level pro-
duced by a point source is always larger than the
sound pressure level, particularly when kr < 1, in
the near �eld.
There are other expressions to model the acoustic

behaviour of di�erent sound sources. In the case of a
circular piston mounted in an in�nite ba�e, the on-
axis impedance can be expressed as [3]

Zpiston =
ρ c
(
1− e−2jγ

)
1− αe−2jγ (3)

where a is the radius of the piston and

α =
r√

a2 + r2
, γ = k

√
a2 + r2 − r

2
(4)

1 It should be noted that the standard reference sound pressure
is 20 µPa whereas the reference particle velocity is 50 nm/s.
The ratio between them approximately equals the characteristic
acoustic impedance, i.e. pref/uref ≈ ρc
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Figure 1. Di�erence between normal particle velocity and
sound pressure levels at 0.04 m from a sound source.

An alternative expression can be used to model a
point source encapsulated in a rigid sphere. In prac-
tice, this can be achieved by creating a small hole in
a hollow rigid sphere driven by a loudspeaker inside
it [4]. The on-axis speci�c acoustic impedance can be
de�ned as [5]

ZMonopoleB = −jρc
∑∞
m=0(m+ 1/2)hm(kr)

h′
m(kb)∑∞

m=0(m+ 1/2)
h′
m(kr)

h′
m(kb)

(5)

where b is the radius of the sphere, hm is the spherical
Hankel function of the second kind and order m, and
h

′

m is its derivative.
The level di�erences between sound pressure and

normal particle velocity can be estimated by using
the aforementioned acoustic impedance expressions.
These models provide a good approximation of the
acoustic behaviour perceived in the vicinity of a sound
source although, in practice, more aspects should also
be considered, such as complex surfaces, evanescent
waves or edge e�ects.
Since particle velocity level tends to be higher

than sound pressure, the inverse form of the acous-
tic impedance, i.e. the acoustic admittance, is repre-
sented instead. Figure 1 shows the simulation results
for a measurement distances of 0.04 m, a piston radius
of 0.0375 m (3 inch speaker), and a sphere radius of
0.05 m.
It may be surprising that all equations lead to sim-

ilar results despite the disparity between expressions.
As can be seen, the level di�erence between sound
pressure and normal particle velocity is signi�cant in
the acoustic near �eld. The admittance grows propor-
tionally to the source distance and wavelength, the
kr product. Therefore, the high particle velocity level
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perceived in near �eld conditions gives particle ve-
locity transducers an advantage over sound pressure
microphones for source localisation.

2.2. Sensor directivity

The directional properties of a sensor are linked to the
measurement signal-to-noise ratio. Free-�eld and pres-
sure microphones have a sensitivity response which
is not dependent upon the direction of arrival of the
incident sound, i.e. they have an omni-directional di-
rectivity pattern. On the other hand, particle veloc-
ity transducers are equally sensitive to sound arriving
from the front or back, but are insensitive2 to sound
arriving from the sides, following a �gure-of-eight di-
rectivity pattern.
Directivity can be a useful feature for sound source

localisation if the sensor is aimed appropriately. The
transducer can be steered towards an area of interest
to maximise the sound perceived from the aimed di-
rection. For industrial applications, the long reverber-
ation time and the presence of multiple disturbance
sources causes the background noise to be distributed
fairly homogeneously. As a result, there is an equal
probability of sound waves arriving from any direc-
tion, condition that precisely de�nes a �di�use� sound
�elds.
Assuming that there are uncorrelated plane waves

of equal power arriving at the sensor from all direc-
tions, the temporally averaged variance σ2

s of the sig-
nal output can be calculated by integrating the indi-
vidual contributions from all directions weighted by
the directivity pattern D(θ, φ), i.e.

σ2
s =

∫ π

0

∫ 2π

0

σ2
PWD

2(θ, φ) sin(θ) dφ dθ (6)

where θ and φ denote azimuth and elevation angles,
respectively. For an omni-directional microphone with
unitary gain, Equation 6 simpli�es to

σ2
omni =

∫ π

0

∫ 2π

0

σ2
PW sin(θ) dφ dθ = 4πσ2

PW (7)

On the other hand, the �gure-of-eight directivity
pattern of a particle velocity transducer can be mod-
elled using the function cos(θ). Substituting this term
into Equation 6 leads to

σ2
dipole =

∫ π
0

∫ 2π

0
σ2
PW cos2(θ) sin(θ) dφ dθ

= 4
3πσ

2
PW

(8)

The ratio between Equation 7 and Equation 8 de-
�nes the e�ect caused by the directivity in the vari-
ance of output signal, thus

σ2
dipole/σ

2
omni = 1/3 (9)

2 In practice, particle velocity sensors attenuate the sound ar-
riving at the less sensitive direction for about 50 dBs. [6]

The result presented in Equation 9 is in agreement
with an alternative derivation introduced in [7]. It
shows that, in a di�use sound �eld, where uncorre-
lated wave-fronts arrive homogeneously from all di-
rections, omnidirectional microphones capture three
times more energy than transducers with a �gure-of-
eight directivity pattern. Consequently, the directiv-
ity of particle velocity sensors acts as a spatial �lter
which reduces 66% of the background noise. In terms
of sound level, it results in approximately 5 dB im-
provement in the noise �oor of the measurement data.

2.3. Background noise perceived near a rigid

boundary

The signal-to-noise ratio plays a key role in the accu-
racy of acoustic emission estimations. In the absence
of background noise, sound pressure and acoustic par-
ticle velocity are generally high close to the vibrating
areas of a structure, whereas the level is strongly re-
duced near the rigid sectors. In such a way, the dy-
namic range is maximised between vibrating and non-
vibrating areas. Nonetheless, industrial machinery is
often surrounded by other devices which cannot be
removed or silenced during the acoustic test. Further-
more, the emitted acoustic energy will be partially
re�ected back, acting as an additional set of partially
correlated sources. The signal-to-noise ratio is there-
fore greatly reduced, as is the quality of the experi-
mental data. The background noise e�ectively limits
the dynamic range of the sound maps, masking weak
sources. It is then desirable to minimise its in�uence
in order to avoid errors in locating the noise emission
points.

The sound �eld produced near a rigid boundary has
been simulated to study the impact of background
noise upon both sound pressure and normal particle
velocity. The rigid surface represents a non-vibrating
and fully re�ective part of a device, whilst a source
produces noise that disturbs the measurements. As it
has been mentioned above, the level close to a non-
moving surface should be as low as possible to max-
imize the dynamic range of the sound map. Figure 2
presents the level di�erence between the sound pres-
sure and normal particle velocity measured with a
noise source at one metre distance from the surface
and 45◦ of incidence.

Figure 2 gives quantitative information about how
noise generated by external sources can be reduced if
particle velocity transducers are used instead of sound
pressure microphones. As shown, the main bene�t ap-
pears at short distances and low frequencies, where
the minimisation achieved is higher. At mid and high
frequencies it is necessary to measure as close as pos-
sible to ensure a reduction in background noise, and
to avoid measuring in a region of minimum normal
particle velocity.
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Figure 2. Di�erence between sound pressure and normal
particle velocity levels produced in the vicinity of a rigid
surface.

3. Acoustic vector �eld mapping

The sound energy �ow throughout space can be di-
rectly captured by means of three-dimensional sound
intensity measurements. In the case studied, a three
dimensional p-u sound intensity probe comprised of a
pressure microphone and three particle velocity sen-
sors was used. The instantaneous products of the
sound pressure and each orthogonal particle veloc-
ity component yields a complex vector: the complex
acoustic intensity. The imaginary part of this quantity
is known as the reactive intensity J, which represents
the non-propagating acoustic energy. It is, however,
more common to study acoustic sound �elds in terms
of the active, or propagating, part of the complex in-
tensity [8], i.e.

I = {Ix, Iy, Iz} =< pu >t=
1

2
Re{pu} (10)

where < . >t indicates time averaging, and the latter
expression is based on the complex representation of
harmonic variables.
Since both sound pressure and particle velocity are

measured simultaneously, the calculation of the three
dimensional acoustic intensity can be performed di-
rectly, without any approximation. This quantity pro-
vides directional information about the �ow of acous-
tic energy. In addition, a scalar term can be extracted
for visualisation purposes by taking the modulus of
the active intensity vector.
Pressure-based measurement methods cannot be

utilised when the pressure-intensity index (the ratio
of sound pressure squared to active intensity) is high,
which in practice limits the use of p-p intensity probes
in environments with high levels of background noise

or re�ections [8]. In contrast, direct intensity mea-
surements using a combination of pressure and par-
ticle velocity transducers, the so called p-u intensity
probes, are hardly a�ected by this index, enabling the
estimation of propagating acoustic energy despite un-
favourable conditions [9, 10]. On the other hand, the
error of the intensity calculations using p-u probes
mainly depends upon the reactivity of the sound �eld
(the ratio of reactive to active intensity J/I). If the
reactivity is high, for example in the near �eld of a
source, a small phase mismatch in the transducer's
calibration may lead to considerable error in the inten-
sity estimate. Although active intensity may be biased
in a highly reactive �eld, the phase di�erence between
pressure and particle velocity can still be measured ac-
curately. Therefore, it is still possible to detect which
measurement positions are exposed to an excessive re-
activity.

4. Experimental examples

Direct sound mapping techniques, particularly the vi-
sualisation of the normal acoustic particle velocity,
provide a �exible and robust approach for localis-
ing sound sources in a variety of environments. This
section presents several practical examples illustrat-
ing the results obtained using the scanning technique
�Scan & Paint� for direct sound mapping.

4.1. Measurement method: Scan & Paint

The measurement procedure to acquire the data
is based upon the scanning technique �Scan &
Paint� [11]. The acoustic signals of the sound �eld are
acquired by manually moving a p-u intensity probe
across a measurement plane whilst �lming the event
with a camera. In the post-processing stage, the probe
position is extracted by applying automatic colour de-
tection to each frame of the video. The recorded sig-
nals are then split into multiple segments using a spa-
tial discretisation algorithm, assigning a spatial posi-
tion depending on the tracking information. There-
fore, each fragment of the signal will be linked to
a discrete location of the measurement plane. Next,
spectral variations across the space are computed by
analysing the signal segments. The results are �nally
combined with a background picture of the measured
environment to obtain a visual representation which
allows us to �see� the sound. Figure 3 presents a sketch
of the measurement methodology.

4.2. Leak detection in building acoustics

A sound �eld cannot be completely con�ned to an
enclosed space; sound generally propagates through-
out air or the structural paths exciting neighbouring
rooms. The acoustic features of those rooms are de-
termined not only by the properties of their construc-
tion materials but also by the way they are installed.
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DATA ACQUISITION TRACKING & DISCRETISATION SOUND MAPPING

Figure 3. Illustration of the basic steps undertaken with the Scan & Paint measurement method.

Sound insulation losses often appear after the mount-
ing process and should therefore be tested in situ.
Two loudspeakers were used to produce a stationary

acoustic excitation outside the room being assessed.
White noise was used in order excite any possible res-
onance frequency within the audible range. A 10 min-
utes scanning measurement was undertaken, moving
the probe across an area of 3.2 metres by 1.4 metres
approximately 0.03 metres from the surface of the con-
structive elements. Figure 4 shows experimental ex-
amples of leakage detection in constructive materials
using a broadband mapping of sound pressure (top)
and normal particle velocity (bottom). As can be seen,
the spatial distribution of the normal particle velocity
has a larger dynamic range than the sound pressure,
enabling the localisation of weak noise sources. While
the pressure roughly indicates where the noise emis-
sion areas are, the normal particle velocity map even
reveals the acoustic leakage introduced by the door
pro�le.
In summary, the visualisation of the sound �eld

close to constructive elements can show the distribu-
tion of the local excitations, data that can ultimately
be used to enhance the acoustic insulation of a room.
This experiment demonstrates the high spatial reso-
lution achievable even for large measurement areas in
non-anechoic conditions [12].

4.3. Loudspeaker in a room

Loudspeaker cabinet design aims to provide the ap-
propriate acoustic loading for the drive units while
ensuring a good performance of the complete sys-
tem [13]. The vibrations induced by the driver frame
and moving airmass within the enclosure should
therefore be controlled in order to minimise radia-
tion from the cabinet itself. There are several meth-
ods for capturing and visualising the vibro-acoustic
behaviour of a radiating sound source, but often they
are tedious or impractical. In contrast, direct sound
�eld visualisation o�ers a more �exible approach to
display sound phenomena. Figure 5 shows the acous-
tic sound �eld at the third octave frequency band of
4 kHz.
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Figure 4. Direct sound mapping for a frequency range be-
tween 50 Hz and 10 kHz.

It is worth taking the impact of di�racted sound
into account to correctly assess the sound emitted by
the loudspeaker cabinet. When wavefronts generated
at the speaker driver reach the sharp edge of the cab-
inet there is a sudden increase in the rate of expan-
sion [14]. There are two consequences to this e�ect.
Firstly, part of the acoustic energy radiated e�ectively
turns around the edge and continues propagating in
the region behind the plane of the source. Secondly,
a new sound wave appears to emanate from the edge,
the so called di�racted wave. As a consequence, parti-
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Figure 5. Acoustic intensity vector �eld of a loudspeaker
at 4 kHz.

cle velocity measured on the sides of the loudspeaker
is a combination of structure-borne sound radiated by
the vibrating cabinet and airborne sound originating
from the speaker driver. Additional structural trans-
fer function measurements would be required in order
to separate both structure-borne and airborne noise.
An extended analysis of this data can be found in [15].

5. Summary

The main characteristics of particle velocity sensors
have been studied for source localisation purposes via
direct sound mapping methods. It has been proven
that external noise sources have little e�ect on nor-
mal particle velocity measurements near a vibrating
surface since:

� The particle velocity level caused by vibrating sur-
faces is higher than the sound pressure level be-
cause of near �eld e�ects.

� The normal particle velocity close to a non-
vibrating structure is very low since it is propor-
tional to the surface displacement, thus achieving
a strong reduction in the noise generated by other
sources.

� Particle velocity sensors have a �gure-of-eight di-
rectivity pattern that if pointed towards the vibrat-

ing surface reduces the noise contributions from
other directions.

Furthermore, experimental evidence using both one
dimensional and three dimensional acoustic maps has
been presented. It can be concluded that the use of
particle velocity sensors in combination with mapping
methods can be used for multiple source localisation
applications in real-life conditions.
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